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GENERAL NOTES STANDARDS

The final fop 100 mm (four inches) of soit in any right-of-way area disturbed 701006-02 Off-Road Operations, 2'., ZW, 45 m (15’) to 600 mm (24*) From Pavement Edge
by the Contractor must be capable of supporting vegetation. The soil must be 701201-02 Lane CIOSUI'G, Zl., ZW’ Day 0n|y’ fOI’ speeds > 45 MPH
from the A horizon (zero to 2’ deep) of soil profiles of local soils. .
P é 701301-02 Lane Closure, 2L, 2W, Short Time Operations
701400-02 Approach to Lane Closure, FreewayExpressway
The Contractor shail seed dll disturbed areas within the project limits. =
Seeding Class 4 or 2A shall be used, except in front of properties where the 701406-04 Lane CIOSUI'G, FreewawExpressway, Day Operatmns onlv

grass will be mowed, then use Seeding, Ciass 1 Class ZA shall be used on 702001-06 Traffic Control Devices
front slopes and ditch bottoms. Closs 4 shall be used behind Type A gutter, on

all backslopes and areas behind the backslope, and beyond the foe of front

slope on fill sections without ditches. This work will be included in

the contract unit price per Lump Sum for PAVEMENT JACKING.

Mulch Method II shall be applied over all seeded areas. This shall be included
in the cost of the PAVEMENT JACKING.
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